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Technical Data 
GSM / UMTS / LTE + GPS/GALILEO + Bluetooth / WiFi 2.4 GHz / WiFi 5 GHz 
GSM Frequency Range 790 – 960 MHz 

1710 – 2700 MHz 

 Emission Omnidirectional 

 Polarization Vertical 

 V.S.W.R. < 3.0 

 Gain 2.14 dBi 

 Max Power 20 W 

 Impedance 50 Ω 

 

GNSS Center frequency 1575.42 MHz 

 Band width ± 28 MHz 

 V.S.W.R. < 2.0 

 Impedance 50 Ω 

 Polarization RHCP 

 Supply voltage 2.7 – 5.1 (remotely fed) 

 Current absorption 10 ± 1 mA @ 2.7 V 
16 ± 1 mA @ 5.0 V 

 Gain aplifier 18 ± 1 dB @ 2.7 V 
22 ± 1 dB @ 5.0 V 

 Gain 2 dB 

 Noise figure 1.7 – 2.1 dB 

 

WiFi / Bluetooth Frequency range 2400 MHz – 2485 MHz 
5250 MHz – 5850 MHz 

 Impedance 50 Ω 

 Max power 10 W 

 V.S.W.R. < 3.0 

 Polarization Vertical 

 Emission Omnidirectional 

 Gain 2.14 dB 
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Mechanical Data 
 Dimensions (LxWxH) ca. 97 mm x ca 52 mm x 65 mm 

 Weight 260 g 

 Cable 3x ca. 3 m, RG174 

 Connector GNSS: SMBA-“C” 

 
GSM: SMBA-“D” 

 
WiFi: SMBA-“I” 

 
 Temperature range -30°C .. +80°C 

 

 Roof mount 

 RoHS compliant 
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LTE 

  

GPS/GNSS/GALILEO 

  

WiFi (2.4 GHZ – 5.8 GHZ) 
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