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Technical Data 
Low profile antenna 

GSM 700/800/900/1800/1900/2100/2400/2600 MHz + UMTS + LTE 
GSM Frequency Range 698 - 960 MHz 

1710 -2700 MHz 

 VSWR* < 2.5 : 1 

 Gain 700 MHz, 800 MHz: 
900 MHz, 1800 MHz: 
1900 MHz, 2100 MHz, 
2400 MHz, 2600 MHz: 

3 dBi 
4 dBi 
 
5 dBi 

 Power Max. 30 W 

 Impedance 50 Ω 

 Pattern Omni-directional 

 Polarization Vertical 

 

Mechanical Data 
 Dimensions (ØxH) ca. 48 mm x 82 mm 

 Cable (variants) GS-ANT-305-P25 0.5 m Low Loss 
GS-ANT-305-P25-5M 5.0 m Low Loss 
 

Others on request 

 Connector SMA (m) 

 
 Operating temperature -40°C .. +80°C 

 Material ABS (UV stable) 

   

 Mounting hole Ø 14 mm 

 Mounting panel, thickness max. 13 mm 
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 Panel mount 

 RoHS compliant 
All measurements taken on a 400 x 400mm groundplane with 0.5m cable 
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Efficiency: 

 

3D Gain plot: 
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